
ONLY TO BE ASSEMBLED BY A SKILLED BICYCLE MECHANIC.
Read all instructions carefully before using this product. Retain this owner’s manual for future reference.
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I. PRODUCT INTRODUCTION

DM05 includes two versions of UART communication and CAN BUS 
communication.
DM05 _ U corresponds to UART communication version; 
DM05 _ C corresponds to CAN BUS communication version. 
All DM05 products are available to add Bluetooth function in its hardware.

1. PRODUCT NAME AND MODEL

FSTN screen display of electric power assist bike

Product model: DM05

2. PRODUCT INTRODUCTION

Imported tempered glass, 4D extra hard, high transmittance.
3.5 inch full viewing angels FSTN LCD display, positive & negative mode 
combination.
Adjustable mounting angels for mutiple installation options. 
Seperated remote control with ergonomic design.
IP65 and up waterproof, excellent for outdoor use.
Built-in Bluetooth function, compatible with CAN-BUS and UART 
communication.
Service Tool function for fast ftrrnware upgrade, parameter setting, and 
easy maintenance.
Optional RTC clock function.
Optional auto light on/off function.

3. RANGE OF APPLICATION

Suitable for all E-bikes that comply with ENI 5194 standard.

4. APPEARANCE AND SIZE

The shell material of DM06 is PC+ABS, the screen is made of imported 

tempered glass. This product is mid-mount on the horizontal tube with a 

handlebar size of ∅22.2mm, ∅25.4mm, ∅31.8mm. The remote control is 

left mounted on the horizontal tube with a handlebar size of ∅22.2mm, 

∅23.8mm.

82.6mm

70
.1

m
m

Holder Size: ∅22.2mm, 
∅25.4mm, ∅31.8mm.

5. DISPLAY CODING RULES

DM05A-C01M020340001
A08.0 l-36V2570 

As shown in above picture: 
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II. OPERATION GUIDE
1. SPECIFICATIONS

1. Power supply: DC 24V/36V/48V  

2. Rated current: 30 mA  

3. Shutdown leakage current: <luA  

4. Screen specification: 3.5 inch FSTN LCD display  

5. Communication method: UART/ CAN-BUS  

6. Operating temperature: -10° C ~ 60° C  

7. Storage temperature: -20° C ~ 70° C  

8. Waterprooflevel: IP65

2. FUNCTION OVERVIEW

1. Left side independent buttons with ergonomic design  

2. Unit: Km/Miles  

3. Display key riding data, speed, mileage, battery info, etc  

4. Walk assist function  

5. Optional: Auto light on/off function  

6. Error code indication  

7. *Optional: Real-Time Clock, for a current time indication  

8. Range and battery indication ( *available if BMS provides necessary info)

9.   Motor power output  
10. *Optional: Bluetooth function, for wireless connection for data
      transmission I[]) *Optional: Service reminder function  
11. Parameters setting and advanced setting

3. INSTALLATION

1. Display locking clip includes two handle bar sizes, size A ∅31.8mm, B

    ∅25.4mm. Please include the requested locking clip size in the purchase

    order. 

Installing DM05 display: Adjust display to a position easy to operate, using 

M3*10 hex set to screws and tighten. Tightening torque: 0.8N.m

*NOTE: Damage caused by excessive torque is not covered by the warranty.

2. Place remote button on the left side of horizontal tube, for more remote

    button models, please refer to Velofox product catalog.  

3. Connect the 5 pin plug to the docking plug of the controller

4. INTERFACE

4.1 Boot interface

Boot logo interface is displayed for 2 seconds after the display is turned 
on. When the communication connection is established, display enters 
the main interface which shows information obtained from the controller. 
( All data displayed is following communication protocol provided by the 
customer)
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4.2 Basic Interface and Operation

1. All RM series buttons are compatible with DM05 series displays  

2. Standard outlet is a designated waterproof connector, which is convenient

    for after-sales maintenance and replacement  

3. 3.5 inch FSTN LCD screen combines positive and negative mode display

4.3 Function Interface Introduction

Boot Interface and Basic Function Interface

Boot logo interface is displayed for 3 seconds after display is turned on. 
When the communication connection is established, display enters the 
main interface, showing real-time information stored in the controller and 
battery BMS according to the communication protocol. (Battery indicator 
will not show battery percentage if BMS info is not available)

*When RTC and Auto Light functions are included in chosen product, the 
main function interface will display real time clock and enter into auto light 
setting by default.

Other Functions Indication 

TRIP Info and Related Info Indication 

Subtotal mileage TRIP is displayed next to sign                with five      , 

reserving one decimal place. After exceeding 9999.9, the decimal point 

is not displayed, with the maximum value of 99999. After exceeding the 

maximum value 99999, the displayed number is the actual TRIP data minus 

100000.

When switching the subtotal mileage interface, the average speed AVG 

SPEED is displayed in the speed display area, with the maximum value of 

99.9.

 

Statistics of riding usage time of subtotal mileage is displayed on the 

bottom right, as shown in the following picture: 
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Odometer and Related Info Indication

Odometer info is displayed next to sign              with 5     . If it exceeds 9999.9, 

the decimal point is not displayed, and the maximum value is 99999. If it 

exceeds the maximum value 99999, the displayed number is the actual ODO 

minus 100000 (If actual ODO is 100001, the displayed number is 1). To clear 

ODO info, service tool is required.

When switching ODO interface, the speed display area displays the maximum 

speed MAX SPEED, with a maximum value of 99.9.

Range Info Indication

Range information is provided by the controller and is displayed next to         

with five    , reserving one decimal place, with a maximum value of 999.9.

*RTC

If chosen display model includes RTC module in its hardware, display will 

show real time clock on the bottom right conner.

Error Code Indication

When the display receives the error info returned by controller, it will show

         on basic interface, and a numerical error code will be displayed in 

speed display area, blinking at 1Hz. While error code is displayed, PAS level 

and motor output will be shown empty, and the rest of the display functions 

are normal. The motor will respond to error info.

Error code interface is shown as below:

PC Connection and Service Tool

Connect display to PC using service tool provided by Velofox, then the 

corresponding firmware upgrade and system configuration modification 

can be carried out on PC. When display is connected to PC correctly, the 

display’s interface will show icon       , and the speed display area will 

become characters PC. In the meantime, PAS level and motor output will be 

shown empty, and the rest of the display functions are normal. The display 

interface is shown as below:
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Setting Interfaces

Within 10s after turning on display, long press M button to enter setting 

interface, short press     ,     to switch between setting interfaces. In any 

setting interfaces, short press M to enter parameter editing state, the 

selected parameter will blink at 1 Hz, short press     ,     to modify specific 

value. Long press M button to confirm and exit editing state, and long press 

M button again to return to previous page.

Short press     button to enter into each setting item accordingly; Short press

     button to previous setting item. Setting interface is shown as below:

*Setting RTC 

If chosen display model includes RTC module in its hardware, the display 

supports setting and calibration of real-time time. RTC time setting 

interface is after the sleep time setting interface, and it follows the 

standard setting operation.

5. BUTTON DEFINITION

5.1 Button Name:
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Power Button:     Turn on/off the display  

Adjust Button:    Adjust the assisting power level during riding and switch

                             functions 

                             Long press the adjust buttons to perform specific function

                             operation  

Function Button: Switch interface functions and enter into parameter

                             setting interface

5.2 Definition of Button Operation:

Operation Type Description

Short Press Press the button and soon released, 

while the button is released, the 

function activated accordingly.

Long Press Press the button and hold, when 

the hold time exceeds the setting 

time(generally 2 seconds), the 

function is activated accordingly.

6. BASIC FUNCTION OPERATION

6.1 Turn On/Off the Display

When display is properly connected with controller, turn on the display by long 

press               button until boot logo interface appears and shortly enters the 

basic interface. Turn off the display by long press               button until display 

is turned off. If the rider does not perform any operation on the display within 

set sleep time, while speed is 0, and current is less than 1A, then the display 

will be turned off automatically. Set sleep time is self-defined by user in 

setting interface.

6.2 Assist Level Switch

Short press      ,      buttons to switch PAS level. There are five PAS levels ECO/

TOUR/SPORT/TURBO/BOOST, When PAS level is empty, it means no pedal 

assist power output, that is PAS off state.

PAS level does not switch in cycles, that is after reaching BOOST level, 

short press       to return to PAS off level. It’s the same when adjusting up.

6.3 Information Switch 

In a power-on state, short press M button to switch in cycles among TRIP, 

ODO and RANGE: TRIP/AVG -> ODO/MAX-> RANGE/AVG. In a normal riding 

state, if the bike speed is greater than 0, and the display is not in the basic 

interface, then basic interface will be automatically returned to after 5s no 

operation on the M button.

*If BMS communication is not available in the system, display can not

obtain RANGE info, therefore RANGE can not be shown.

Switching of TRIP, ODO and RANGE interfaces as follows:
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6.4 Light Control Function 

Automatic lights-on/off function is an optional function to be selected 

for your display. When equipped with auto light control function, display 

automatically detects the ambient light intensity and controls the turning on/

off of the lights. The icon        on the top right comer of the basic interface 

indicates automatic lights-on state.

To change light state manually under auto light function, long press       . That 

is, if the light is on under auto light function, switch off light by manually 

long press       . If the light is off under auto light function, switch on light by 

manually long press       , icon       on the top right conner will appear. Long 

press       to switch off light again. The auto light function is disabled, once 

the light on/off is operated manually. Shutdown and turn on the display again, 

to activate the auto light function.

6.5 Speed Info Indication 

The display provides speed info indication. Under standard condition, the 

basic interface displays real-time speed, and switchable indication of average 

speed AVG and maximum speed MAX. For details, refer to 6.3 Information 

switch.

6.6 Walk Assist Function 

When speed is below 6 km/h, long press and hold       button to enter walk 

assist mode. Motor outputs power according to the set speed and controls 

the actual walk speed, display shows the walk assist icon       and the real-

time speed while PAS level shows empty. Release       button or any other 

button to exit walk assist mode, the motor is turned off, and the display 

gets back to the basic interface. Walk assist interface, shown as below: 

6.7 Battery Power Indicator and Assist Power Output 

Battery power information is divided into battery bar indication and 

remaining percentage indication. When battery power is normal, battery 

capacity is divided into 5 bars.

After battery capacity is lower than 5% or the voltage is lower than low 

voltage value, display will enter the low-voltage mode. In this mode battery 

level showed level 0 and border blink at 1Hz, with no power output from 

the motor, and disabled PAS level switch. Power assist level is displayed as 

OFF or 0. To get out of low-voltage mode, reset, and increase the voltage 

above low-voltage value and battery capacity above 5%.

Percentage of battery power and power level table.

( Battery % info is required from BMS or controller):
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SOC Battery Level Description

80% ≤ SOC Full Battery Level 5

60% ≤ SOC < 80% Level 4

40% ≤ SOC < 60% Level 3

20% ≤ SOC < 40% Level 2

10% ≤ SOC < 20% Level 1

5% ≤ SOC < 10% Level 0

0% ≤ SOC < 5% Level 0 and icon blink at 

1Hz

Remarks about battery indicator:

When there is a battery communication error:  

1. Display will estimate the power according to the voltage and show the 

battery level accordingly;

2.  No battery percentage information will be shown;

3.  Range information will not be displayed;

4. If the voltage is lower than the low-voltage value, the effect of the current 

on voltage needs to be considered when converting to a voltage at O current.

Before communication is established, the battery percentage is not 

displayed, and the power bar is full and blinks at 2Hz. After battery info is 

acquired, power bar will stop blinking, and displays the power percentage. If 

communication is not successful within 5s, it will stop blinking and no power 

percentage will be displayed.

7. SETTING FUNCTION

Display provides specific parameter setting functions. The optional 

items of setting function will be deleted according to different market 

and product requirements. The following is the complete description of 

parameter setting and information indication function under the default 

state of display. Please contact our sales and technical support team for 

confirmation in case of any discrepancies.

Within 10s after turning on display, long press M button to enter setting 

interface, short press       ,       button to switch between setting interfaces. 

In any setting interfaces, short press M button to enter parameter editing 

state, the blue mark indicates chosen parameter, and selected option or 

value will be indicated by a white font with a grey background. Short press

       ,       button to edit parameters. Long press M button to confirm 

parameter selection. Long press M button again to exit and return to 

previous page.

In any setting interfaces, short press M button to enter the next level menu, 

and long press M button to return to the previous level menu.

First level parameter setting interface, and the description of each 

parameter interface is as follow:

Setting 
Items

Interface Description Setting Data Remark

Unit 

Setting

UNT = Unit Value = 

KM/H

MPH

Default

Value = KM/H

KM/H - Metric

MPH - 

Imperial
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Setting 
Items

Interface Description Setting Data Remark

Backlight 

Level 

Setting

bLG = Back 

Light

Value = 

LEVEL 1, 

backlight 

level 60%

Value = 

LEVEL 2, 

backlight 

level 80%

Value = 

LEVEL 3, 

backlight 

level 100%

Default

Value = LEVEL 1

Auto 

Shutdown 

Time

SLP = Auto 

Sleep

Value = 

0-30min

Default Value 

= 5min OFF 

means no auto 

shutdown

Real Time 

Clock

N/A N/A

Hour: Minutes

Wheel 

Size 

Setting

dIA = Wheel 

Diameter

Value = 

12, 14, 16, 

20, 24, 26, 

27, 27.5, 

700C, 28, 

*29, *CCF 

(*default 

unit is inch)

Default Value: 

26 When 

Value = CCF, 

customization is 

allowed

Setting 
Items

Interface Description Setting Data Remark

Speed 

Limitation 

Setting

SPd = 

Speed 

Limitation

Value 

= 5-46, 

increment 

is 1, unit is 

km/h.

Default Value: 

25

Software 

Version 

Info

DPS = 

Display 

Software 

Version

Read Only Default Value

* Note: The wheel diameter option CCF is the wheel diameter perimeter 

setting, which needs to be supported by the controller communication 

protocol.

When the CCF value is selected for the wheel diameter parameter, user is 

allowed to customize the wheel diameter circumference value (four-digit 

length value in mm).

 

Long press M for selecting CCF, when speed display area shows blinking

        icon and function display area shows               with thousandth digit 

blinking at 2 Hz . Short press       ,       to select value and short press M to 

switch to next digit selection. Long press M to confirm input of each digit, 

and long press M button again to exit the current setting and return to 

previous menu. The type of wheel diameter configuration will be recorded 

to the controller.

If customer chooses wheel diameter CCF option, then CCF page will be 

displayed directly when entering the wheel diameter setting.
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Reference table for tbe circumference value corresponding to common wheel 

diameters:

8. DATA CLEARANCE

Within 10s after display is turned on, when display is at TRIP interface, 

long press M button to show TRIP data clearance window, while TRIP icon 

is blinking at 1 Hz, short press M button to confirm data clearance. To exit 

data clearance window, long press M button or remain no operation for 30s. 

After clearance, tbe subtotal mileage TRIP is 0, average speed, and max 

speed is 0. ODO information can’t be cleaned manually on the display, 

professional service tools are required.

9. ERROR INFORMATION

Display can warn bike faults. When faults are detected, error code will 

be shown on the interface and blink at 1Hz. When error code is shown, 

ODO, TRIP and RANGE icon will not be shown, while the rest of the display 

functions remains normal. Press M button for a 5s display of ODO, TRIP, 

and RANGE info. After 5s, tbe display will return to the error code interface.

Error code interface as shown below:

Bafang protocol’s error code information table:

( Please note different protocol has different error code system. If an error 

code appears, please communicate with our sales and technical support 

team to verify and confirm!):
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Error Code Error Description Suggest Operation

“04” shown at speed throttle doesn’t 

turn back to zero 

position {stay on the 

high position)

Check if the throttle 

turned back

“05” shown at speed throttle failure Check throttle

“07” shown at speed overvoltage 

protection

Check battery voltage

“08” shown at speed failure of motor’s 

hall signal wire

Check motor

“09” shown at speed failure of motor’s 

phase wire

Check motor

“11” shown at speed failure of the motor’s 

temperature sensor

Check controller

“12” shown at speed failure of the current 

sensor

Check controller

“13” shown at speed failure of the 

temperature of the 

battery

Check battery

“14” shown at speed Controller 

temperature is too 

high, and reaches 

the protection point

Check motor

“21” shown at speed failure of the speed 

sensor

Check the install position 

of the speed sensor

“22” shown at speed Failure of BMS 

communication

Change battery

“30” shown at speed Communication 

failure

Check connector to 

controller
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